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ABBREVIATIONS

SYMBOLS (AS APPLICABLE)

GENERAL NOTES

POWER OUTLETS
1. ALL FINAL LOCATIONS AND ARRANGEMENTS OF LIGHTING FIXTURES SHALL BE OBTAINED FROM THE ARCHITECTURAL REFLECTED CEILING
1PH SINGLE-PHASE FA FIRE ALARM RCP REFLECTED CEILING PLAN LIGHTING SCHEMATIC DIAGRAM SINGLE LINE DIAGRAM PLAN.
1P SINGLE POLE FAAP FIRE ALARM ANNUNCIATOR PANEL REC RECESSED FLOOR WALL CEILING
glz: ?VC\)/LCJ)BCI;_E I\IJDIS)L(ETOR Eﬁg; E:EE ﬁtﬁgm E(%(L E(EBEPT EE;?SPGT?LCVLAEMZED — WALL CEILING 2. LIGHTING FIXTURES WITH MORE THAN TWO LAMPS SHALL HAVE TWO OUTER LAMPS CONTROLLED WITH ONE SWITCH AND INNER LAMP(S)
3§c THRE-E—CONLIJZ)UCTOR FACP FIRE ALARM CONTROL PANEL RM ROOM O ® (1) DUPLEX Wl TERMINAL BLOCK — CIRCUIT BREAKER SWITCH CONTROLLEDBY A SECOND SWITCH.
3PH THREE-PHASE FC FOOTCANDLE RMS ROOT MEAN SQUARE O RECESSED DOWNLIGHT 3. EACH BRANCH CIRCUIT HOMERUN SHALL HAVE NO MORE THAN THREE CIRCUITS. EACH BRANCH CIRCUIT HOMERUN SHALL HAVE A
j\/,(\? ESHE‘VCV?FQ‘S UCTOR E:XT E:;'\TAJELEUMWATOR REQD REQUIRED @: QUADRUPLEX /I/I/ NORMALLY CLOSED CONTACT SEPARATE GREEN INSULATED EQUIPMENT GROUNDING CONDUCTOR.
_ ez
FLA FULL LOAD AMPS scc SHORT CIRCUIT CAPACITY —T I+ FUSE - INLINE 4. MULTI-GANG BACKBOXES FOR DIFFERENT VOLTAGES AND TYPES OF EMERGENCY AND NORMAL BRANCH WIRING DEVICES SHALL HAVE
A/C UNIT AIR CONDITIONING UNIT FLEX FLEXIBLE METALLIC CONDUIT SES SERVICE ENTRANCE SECTION —1 1X4 SURFACE MOUNTED LIGHT DIVIDERS BETWEEN DEVICES.
AE ARCHITECT/ENGINEER FLT FLOODLIGHT ) SMOKE DETECTOR DV DUPLEX-VOICE-DATA | | NORMALLY OPEN CONTACT
AAP ALARM ANNUNCIATOR PANEL FLUOR FLUORESCENT SF SQUARE FOOT (FEET) 5. ALL WORK SHALL BE PERFORMED SAFELY AND IN SUCH A MANNER SO AS NOT TO DISTURB THE WORK IN THE REMAINDER OF THE AREA AND
AC éIATBELRE)NATING CURRENT OR ARMORED EI(')%(%I? i 'Frléfgglfgﬁggggg%ﬂznm g:ﬂ ﬁ\JHTEEERTNAHONAL SYSTEM OF UNITS 2X4 SURFACE MOUNTED LIGHT — FUSE SWITCH THE BUILDING. PROVIDE ALL PROTECTIVE MEANS, SIGNS ETC., SUBJECT TO APPROVAL OF GOVERNMENT.
GFCI DUPLEX
ACC ACCESSIBLE FP FIRE PROTECTION SPEC SPECIFICATION fH} | 6. EXACT LOCATION OF ALL CONDUIT RUNS SHALL BE DETERMINED IN THE FIELD. LOCATE ALL CONDUIT RUNS TO CLEAR PIPING, DUCTWORK,
ADDL ADDITIONAL FT FEET OR FOOT SPST SINGLE POLE, SINGLE THROW THROW CONTACT - SINGLE Al FUSED-SWITCH BUS PLUG ACCESS DOORS, AND OTHER OBSTRUCTIONS. COORDINATE CONDUIT RUNS WITH WORK OF OTHER TRADES AND ALTER WHERE
ADJ ADJACENT, ADJOINING FU SW FUSED SWITCH SURF SURFACE D (P SIMPLEX NECESSARY TO AVOID INTERFERENCE. SUBMIT FOR APPROVAL, PRIOR TO ACTUAL INSTALLATION, INSTALLATION DRAWINGS SHOWING THE
ADO AUTOMATIC DOOR OPENER FVNR FULL VOLTAGE NON-REVERSING Sw SWITCH AFT WALL MOUNTED LIGHT LOCATION OF ALL NEW EQUIPMENT/ DEVICES TO BE INSTALLED AND INDICATING EXACT CIRCUITRY. DRAWINGS SHALL INCLUDE ALL WIRING, P
AFC ﬁmIIDSIEﬁEEDF(F;&I\JAET%FéAAI\(IJPT(F)lKASAETQBOVE FVR FULL VOLTAGE REVERSING 2%2'?{ gwgg:ggﬁ? I = CIRCUIT BREAKER - ENCLOSED ULL BOXES, FITTINGS, WIRING DEVICES, COORDINATE WITH OTHER TRADES PRIOR TO SUBMITTAL.
FREQUENCY CONTROL, OR AVAILABLE GORGND GROUND OR GENERATOR ? EMERGENCY DUPLEX \I 7. PROVIDE IDENTIFICATION TAGS FOR ALL WIRING, INSTALL TAGS AT EACH END OF RUN AND IN ALL INTERMEDIATE PULL/JUNCTION BOXES,
FAULT CURRENT GEN GENERATOR TC TIME CLOCK THROW CONTACT - DOUBLE CABINETS. HOUSINGS. ETC
AFF ABOVE FINISHED FLOOR GFCl GROUND FAULT CIRCUIT INTERRUPTER TEL TELEPHONE | -y 1X4 EMERGENCY LIGHT | K KIRK KEY INTERLOCK ’ T
AFG ABOVE FINISHED GRADE GTB GROUND TERMINAL BOX TP TWISTED PAIR # EMERGENCY QUADRUPLEX 8. VERIFY THE EXACT LOCATION AND DIMENSIONS OF ALL EQUIPMENT, SHOP DRAWINGS SHALL BE SUBMITTED AND APPROVED PRIOR TO
AH AMPERE HOUR HID HIGH INTENSITY DISCHARGE TPS TWISTED PAIR SHIELDED N , PERFORMING ANY WORK.
AHJ AUTHORITY HAVING JURISDICTION HOA HAND-OFF-AUTOMATIC TTB TELEPHONE TERMINAL BOARD — SWITCH - CIRCUIT CLOSED BUSDUCT
AIC AMPERE INTERRUPTING CAPACITY HP HORSEPOWER v TELEVISION () EMERGENCY SIMPLEX N 2X4 EMERGENCY LIGHT ' ‘ 9. ALL HORIZONTAL CONDUIT RUNS SHALL BE INSTALLED AS CLOSE TO CEILING SLAB AS POSSIBLE. PROVIDE ALL ELBOWS, FITTINGS, OFFSETS,
ALT ALTERNATE HT HEIGHT TYP TYPICAL PULL BOXES AND APPURTENANCES.
AMBORA  AMBIENT HZ HERTZ C SWITCH - CIRCUIT OPEN SWITCHGEAR BUSWAY
AMP AMPERE UFD UNDERFLOOR DUCT DUPLEX.VOICE 10. ALL CONDUCTORS IN PARALLEL SHALL BE SAME LENGTH, TYPE AND SHARE EQUAL DISTRIBUTION OF LOAD AND SHALL BE INSTALLED IN
ARCH ARCHITECT IESNA ILLUMINATION ENGINEERING SOCIETY OF  UGND UNDERGROUND D\ 4 - ACCORDANCE WITH NEC.
ASC AMPS SHORT CIRCUIT NORTH AMERICA uL UNDERWRITERS LABORATORY 2X4 RECESSED LIGHT
AT AMPERE TRIP IMC INTERMEDIATE METAL CONDUIT UON UNLESS OTHERWISE NOTED _ 11. ALL EQUIPMENT, DEVICES, WIRING, ETC. SHOWN ON DRAWINGS ARE NEW UNLESS OTHERWISE NOTED.
ATS AUTOMATIC TRANSFER SWITCH INCAND INCANDESCENT UPS UNINTERRUPTIBLE POWER SUPPLY DN/ DUPLEX-DATA GROUND FAULT RELAY
AUTO AUTOMATIC IR INFRARED UTIL UTILITY 12. WORK SHALL BE COORDINATED WITH ALL TRADES.
AV AUDIO VISUAL IWH INSTANTANEOUS WATER HEATER ® ® EXIT SIGN 1 FACE
v VOLT QUAD-VOICE 13. POWER AND CONTROL WIRING FOR MECHANICAL AND ELECTRICAL EQUIPMENT SHALL BE COORDINATED WITH APPROVED MANUFACTURER'S
BAT BATTERY J-BOX JUNCTION BOX VA VOLT AMPERE SHOP DRAWINGS.
BC BARE COPPER VAR VOLT AMPERE REACTIVE ‘@T ® EXIT SIGN 1 FACE LEFT ARROW AMMETER
BD BOARD kV KILOVOLT VFD VARIABLE FREQUENCY DRIVE v QUAD-VOICE-DATA 14. LABEL ALL CIRCUIT BREAKERS IN ALL ELECTRICAL POWER DISTRIBUTION PANELS AND SWITCHBOARDS. TYPE WRITTEN PANEL DIRECTORY
BFF BELOW FINISH FLOOR kVA KILOVOLT AMPERE VOLT VOLTAGE SHALL BE SECURELY FASTENED TO THE INSIDE OF EACH PANEL DOOR. -
BIL BASIC INSULATION LEVEL KVAH KILOVOLT AMPERE PER HOUR
BLDG BUILDING kVAR KILOVOLT AMPERE REACTIVE w WATT UAD-DATA @ DIGITAL METER U.ON 15. PROVIDE P-TOUCH LABEL FOR ALL NEW OUTLETS, RACKS, PLUGMOLDS, SWITCHES, MOTOR STARTERS. PROVIDE ENGRAVED PHENOLIC
BPIP BOILER PLANT INSTRUMENTATION kW KILOWATT WH WATER HEATER &V QUAD- SWITCHES/CONTROLS A LABELS FOR ALL OTHER NEWLY INSTALLED DISTRIBUTION EQUIPMENT INDICATING VOLTAGE, PHASE, AMPERAGE, NAME OF EQUIPMENT AND
BRKR PANEL KWH KILOWATT HOUR WP WEATHERPROOF WHERE EQUIPMENT IS FED FROM.
BYP BREAKER KWHM KILOWATT HOUR METER
BY PASS XFER TRANSFER @ ©) JUNCTION BOX WALL CEILING a % TRANSFORMER - DELTA 16. PROVIDE WIRING DIAGRAMS ON THE INSIDE OF EACH CABINET/ENCLOSURE DOOR INDICATING EQUIPMENT AND CONDUCTORS CONNECTED
C LCP LIGHTING CONTROL PANEL XFMR TRANSFORMER x WYE-GROUNDED TO CABINET/ENCLOSURE.
CAB CONDUIT LED LIGHT EMITTING DIODE $T LIGHT SWITCH - TIME OPERATED =
CALC CABINET LF LINEAR FEET (FOOT) ® POKE THRU 17. MAKE CONNECTIONS TO MOTORS AND EQUIPMENT WITH FLEXIBLE LIQUIDTIGHT METALLIC CONDUIT AND CONNECTORS. MINIMUM SIZE 3/4" FOR
8ﬁ$ 8?:5%\%'[16\;'5 IEI\PA tILgBMHEI'NPOLE A $ - N CONNECTIONS, PROVIDE SUFFICIENT LENGTH OF FLEXIBLE CONDUIT TO AVOID TRANSMISSION OF VIBRATION.
LIGHT SWITCH - SINGLE POLE * ATS - 3-POLE U.ON
CATV CATALOG LPS LOW PRESSURE SODIUM CTR O.N.
CAT CATALOG TENNA TELEVISION LPS LOW PRESSURE SODIL (”) COUNTERTOP DUPLEX /: BP . WITH BYPASS ISOLATION 18. WIRING METHODS SHALL BE SUITABLE FOR USE IN AN ENVIRONMENTAL AIR PLENUM WHERE SUCH EXISTS.
CCTV CONTROL CONTACTOR LTCP LOCAL TEMPERATURE CONTROL PANEL $ LIGHT SWITCH - THREE WAY BP 19. WHEN DRAWINGS INDICATE EXISTING DISTRIBUTION EQUIPMENT. LOCATIONS OF SUCH EQUIPMENT ARE DIAGRAMMATIC. EXACT LOCATIONS
cd CLOSED CIRCUIT TELEVISION LT LIGHT G 3 - SHALL BE CONFIRMED IN THE FIELD PRIOR TO BIDDING AND THE START OF CONSTRUCTION.
CD CANDELA LTG LIGHTING q:P ISOLATED GROUND DUPLEX
CF CONSTRUCTION DOCUMENTS LTG PNL LIGHTING PANEL +1 BATTERY 20. PROVIDE STENCILED/PRINTED LABELS ON CONDUIT, 3/8" HIGH FOR UP TO 1 1/4" CONDUIT AND 1" HIGH FOR 1 1/2" CONDUIT OR LARGER,
CF/Cl CONTRACTOR FURNISHED LTNG LIGHTNING IG $K LIGHT SWITCH - KEY OPERATED T APPLIED AT A PANEL AND PULL BOX LOCATIONS, WITHIN EACH ROOM AND AT 20' ON CENTER WITHIN AN AREA. LABELS SHALL INDICATE THE
8E/é)l Icl:\l%rmfngR FURNISHED/CONTRACTOR LV LOW VOLTAGE q) ISOLATED GROUND SIMPLEX CONDUIT ORIGIN AND DESTINATION AND SHALL BE OF A COLOR WHICH CONTRAST THE COLOR OF THE CONDUIT.
LIGHT SWITCH -
FURNISHED/OWNER INSTALLED MATV MASTER ANTENNA TELEVISION SYSTEM XP $P WITH 21. CONTRACTOR SHALL SURVEY AND PLAN ENTIRE PROJECT PRIOR TO CONSTRUCTION. WHERE DRAWINGS AND FIELD CONDITIONS DIFFER
guwp 8SRJ_IESWS_IREIF:{URNISHED EQUIPMENT méx MAEvT(lAl\I/I_uCl\ﬁAD (ﬂ) EXPLOSION PROOF DUPLEX PILOT LIGHT /@/ GENERATOR CONTRACTOR SHALL NOTIFY GOVERNMENT AND SUBMIT PROPOSED SOLUTION TO GOVERNMENT FOR APPROVAL.
CKT CHILLED WATER PUMP MCA MINIMUM CIRCUIT AMPS 22. ALL CONDUITS PENETRATING ELECTRICAL/MECHANICAL SPACES OR RATED WALLS SHALL BE SEALED AND FIRE STOPPED.
CKTBRKR  CIRCUIT MCB MAIN CIRCUIT BREAKER XP $ro SWITCH - WITH THERMAL OVERLOAD
CLF CIRCUIT BREAKER MCC MOTOR CONTROL CENTER P EXPLOSION PROOF SIMPLEX xﬁi 23. PROVIDE CHANNEL SUPPORT FOR ALL WALL MOUNTED EQUIPMENT. PROVIDE FLOOR AND WALL ANCHORING FOR SUPPORTS. COORDINATE
CLG CURRENT LIMITING FUSE MDP MAIN DISTRIBUTION PANEL PANEL EXACT REQUIREMENTS WITH GENERAL CONTRACTOR AND EQUIPMENT VENDORS.
CMU CEILING MECH MECHANICAL [D] DIMMER XXXXX
COAX CONCRETE MASONRY UNIT MG MOTOR GENERATOR ﬂ> SPLIT WIRE XXXXX 24. CONTRACTOR SHALL SEE ARCHITECTURAL ELEVATION DRAWINGS PRIOR TO ROUGH-IN FOR LOCATION OF RECEPTACLES AND OTHER
COMM COAX CABLE MH MANHOLE ELECTRICAL DEVICES.
COMPT COMMUNICATION MIN MINIMUM OCCUPANCY SENSOR
CONC COMPARTMENT MOCP MAXIMUM OVERCURRENT PROTECTION w @ © SPECIAL OUTLET
CONT CONCRETE MLO MAIN LUGS ONLY
COORD  GONTRAGTOR MTD MOUNTED [Pd PHOTOCELL GROUNDING SYSTEM
ot COORDINATE Mo MOUNTING H EEEN MULTI OUTLET SURFACE RACEWAY
CRI CONTROL POWER TRANSFORMER MTS MANUAL TRANSFER SWITCH
cR CONTROL POWER TRANSF T MANUAL TRANSFE OGCUPANGY SENSOR POWER PACK FIRE ALARM GENERAL NOTES
CTV CURRENT TRANSFORMER MVA MEGAVOLT-AMPERE = GROUND TEST WELL
cu CABLE TELEVISION MW MEGAWATT MICROWAVE
CUFT COPPER OVERRIDE SWITCH 1. WIRE RUNS ON FLOOR PLANS ARE SHOWN DIAGRAMATICALLY. EXACT LOCATION OF ALL WIRE RUNS TO BE
CUR CUBIC FEET NA NOT APPLICABLE ° GROUND CABLE CONNECTION DETERMINED AND RECORDED AS AS-BUILT IN FIELD.
CURRENT NEC NATIONAL ELECTRICAL CODE WIRING
DB NEMA NATIONAL ELECTRICAL MANUFACTURERS ELECTRICAL PUSH BUTTON 2. MINIMUM 3/4" CONDUIT.
DC DECIBEL OR DIRECT BURIAL ASSOCIATION 3/4" CONDUIT WITH 2£12 WIRES El GROUND ROD - MIN. 3/4"_ x 10' LONG
DCP DIRECT CURRENT NEUTORN NEUTRAL UON. : X - MIN. 540 x 3. THE FIRE ALARM SYSTEM WILL CONFORM TO ARTICLE 760 OF NATIONAL ELECTRICAL CODE AND NFPA 72.
DEGC DIMMER CONTROL PANEL NF NON-FUSED GROUND WIRE NOT SHOWN.
DEG F DEGREES CELSIUS NFPA NATIONAL FIRE PROTECTION ASSOCIATION 4. AN APPROVED SET OF FIRE ALARM SHOP DRAWINGS WILL BE ON THE SITE AND USED FOR INSTALLATION.
DEMO DEGREES FAHRENHEIT NIC NOT IN CONTRACT 3/4" CONDUIT WITH 3#12 WIRES, |§-|__§| GROUND PLATE - WALL MOUNT
DIAG DEMOLITION NL NIGHT LIGHT —— UON. POWER 5. UPON COMPLETION OF THE INSTALLATION OF THE ALARM SYSTEM, THE CONTRACTOR SHALL COORDINATE WITH
DISC DIAGRAM NO NORMALLY OPEN GROUND WIRE NOT SHOWN. —_— OTHER TRADES TO TEST INTERCONNECTIONS OF THE FIRE ALARM SYSTEM WITH OTHER BUILDING SYSTEMS AND
DISTR DISCONNECT NS NO SCALE 3/4" CONDUIT WITH 4#12 WIRES, £ GROUND PLATE - FLOOR MOUNT EQUIPMENT. ONCE ALL FUNCTIONS INDICATED IN THE FIRE ALARM SYSTEM SEQUENCE OF OPERATIONS HAVE BEEN
DISTRPNL  DISTRIBUTION NTS NOT TO SCALE o UON. VERIFIED THROUGH TESTING, AN ACCEPTANCE TEST SHALL BE PERFORMED IN THE PRESENCE OF THE LIFE SAFETY
DMR SW DISTRIBUTION PANEL GROUND WIRE NOT SHOWN. T DISTRIBUTION BOARD AIR TERMINAL - ENGINEER OR REPRESENTATIVE. THE ACCEPTANCE TEST SHALL SUCCESSFULLY DEMONSTRATE ALL FUNCTIONS
DN DIMMER SWITCH ocC ON CENTER / ® LIGHTNING REQUIRED AND SPECIFIED HEREIN. A MINIMUM OF 48 HOURS NOTICE TO THE COR OR VA REPRESENTATIVE FOR ANY
BEgI Bg\L/JVE's\ILE SOLE DOUBLE THROW 8E 8\%2:%EA1[3)|AMETER LA13s ggxggw HOMERUN TO PANEL ARRESTOR INSPECTIONS AND/OR TESTING.
DRSW DOUBLE POLE, SINGLE THROW # 1LA WITH CIRCUIT 1,3,5 T 480/277V OR 208/120V RECESSED PANEL l/‘ £ QUIPMENT CONNECTION 6. INTERFACE TO FAN CONTROL / ELEVATOR CAPTURE.
DS DOOR SWITCH P POLE
DWG DISCONNECT SWITCH PA PUBLIC ADDRESS 480/277V OR 208/120V 7. FIRE ALARM NETWORK VOICE AND DATA TO BE FIBER OPTIC.
DRAWING PB PANELBOARD, PULL BOX, OR PUSHBUTTON a CAPPED CONDUIT M SURFACE MOUNTED PANEL
EC PBPU PREFABRICATED BEDSIDE PATIENT UNIT ANNOTATION
EG EMPTY CONDUIT PCB POLYCHLORINATED BIPHENYL CONDUIT RUN UNDERGROUND OR
EL EQUIPMENT GROUND PEC PHOTOELECTRIC CELL UNDER T TRANSFORMER
ELEC ELEVATION PED PEDESTAL THE FLOOR SLAB
ELEV ELECTRIC OR ELECTRICAL PEND PENDANT & DIAMETER
EMCP ELEVATOR PF POWER FACTOR DISCONNECT SWITCH
EMERGENCY MONITORING CONTROL PH PHASE — CONDUIT TURNING DOWN [ F
EMFR EQI\EEE;ENCY Eglb Eél\\/l\I/EELR OPERATED DAMPER ﬂ] SQUARE FEET
EMT ELECTROMAGNETIC INTERFERENCE PT POTENTIAL TRANSFORMER - 5 CONDUIT TURNING UP $ SWITCH - MOTOR RATED
ENCL ELECTRICAL METALLIC TUBING PTRV POWER TYPE ROOF VENTILATION
EPO ENCLOSURE PVC POLYVINYL CHLORIDE (PLASTIC) $ POINT OF CONNECTION
EPRF EMERGENCY POWER OFF PWR POWER CONDUIT BREAK NH FUSED DISCONNECT SWITCH
ESMT EXPLOSION PROOF ? °
EWC EASEMENT MAGNETIC MOTOR STARTER - POINT OF DISCONNECTION
EWH ELECTRIC WATER COOLER X NEMA SIZE
EXIST ELECTRIC WATER HEATER 1 1 INDICATED
EXISTING /\ TITLE MARK
< STARTER-DISCONNEGT SWITCH 1 \SYMBOLS DETAIL OR PLAN NUMBER - 1
E-201/ SCALE: NOT TO SCALE DETAIL OR PLAN REFERENCE LOCATION
FOUND IN E-201
@/ MOTOR
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